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Temperature Node Field Installation Instructions – 225T3 & 100T3  

 

1. Familiarize yourself with the temperature node components as shown below in Figure 1. These 

components will be referenced throughout the installation instructions. All pieces shown below 

are shipped in a single ESD safe plastic tray. 
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Figure 1: Temperature Node Components 
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2. Familiarize yourself with the end feed layout and connection points. 

 

 
3. Remove the end feed lugs from the blades utilizing a ½” wrench. 
4. When installing the conductor to the mechanical lugs make sure that the wire is not protruding through 

the lug hole as shown in Figure 3 below. This will cause an interference with the node bracket. 

 
 

 

Figure 2: T3 Mechanical Lug Feed  

Copper strands will cause interference 

when installing the node brackets. Be 

sure to cut any excess strands so they 
don’t stick out of the lug. 
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Figure 3 
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5. Remove the temperature node and temperature bracket from the plastic packaging. 
6. Install the node brackets as shown in Figure 4. Pay close attention to the component stack-up in the 

blown-up images. 
a. Exact placement shown in Figure 4 is necessary to achieve the required creepage and 

clearance distances mandated by UL 857 & IEC 61439.  
b. Each component (temperature node, node bracket, and mechanical lug) will be labeled to 

identify the correct location for installation (L1, L2, L3, N). Use these labels to ensure each 
component is installed on the correct phase. 

c. Note: The node bracket will want to rotate when tightening down the bolts. Be sure to hold the 
node bracket in place so it is perpendicular to lug (as shown in Figure 4).  

 

 
  

 
 

 
  

 Figure 4: Node Bracket Locations 
(Components colored for clarification)  
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7. Remove the yellow pull tab (shown 

to the left in Figures 5 and 6) before 
installing the node. Failing to remove 

the pull tab will result in a non-
functioning node. Press the push 
button (shown in Figure 1) on the 

side of the temperature node to 
make sure that the device is working. 

The LED will flash red for a few 
seconds. 
 

8. Install the temperature nodes to 
the node brackets as shown in 

Figures 5 and 6. Each node will be 
labeled L1, L2, L3, or N (see the 
sample label shown in Figure 7). Use 

these labels to ensure that each 
node is installed on the correct 

phase. Also, be sure to route the 
meter wires away from the node 
bracket as it will interfere with the 

installation of the node.  
 

 
 

 

 

Contact and support 
Any questions or concerns about your Starline CPM should be directed to Universal Electric Corporation. 

 

Universal Electric Corporation 

168 Georgetown Rd. 

Canonsburg, PA 15317 

Phone: (724) 597-7800 

Toll free: (800) 245-6378 

Fax: (724) 926-2221 

info@uecorp.com 

  

L1 

Figure 5: Installing Temperature Node to 

Node Bracket 
Figure 6: Fully Installed 

Temperature Node 

Ensure the Snap Feature 

is Fully Engaged 

Figure 7: Label That Will Be on The Node 
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Universal Electric Corporation (UEC), the manufacturer of Starline, has been a leader in power distribution since 1924. 

The company’s founders led the way for many new technologies in the power distribution equipment industry. Today, this 

family tradition of innovation continues to pave the way for safer, more innovative and more reliable electrical power 

distribution systems. Visit www.StarlinePower.com for your flexible power solutions. 

 

 

 

United States  

168 Georgetown Road | Canonsburg, PA 15317 
 

UK & Northern Europe 

Unit C Island Road | Reading RG2 0RP UK 
 

Asia Pacific Region Office 

16D, Tuas Avenue 1 | #04-60/62 | JTC Space @ Tuas | Singapore 639536 
 

S.W Asia Region Office 
Ground Floor, E-1 Block, Beech Building | Manyata Embassy Business Park | Outer Ring Road | Bangalore, India 560045 

 


