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Optional polycarbonate viewing window shown
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• Input monitoring
• Branch circuit monitoring
• Common input for multiple panelboards
• TVSS up to 200 kA
• Seismic rated fl oor stand
• Polycarbonate viewing window
• Perforated server cabinet door
• Isolated ground bus
• Input cable whips for easy raised fl oor installs

Subcompact Depth Compact Depth Server Rack Depth

Dimensions 24.0”W x 12.0”D x 84.0”H 24.0”W x 24.0”D x 84.0”H 24.0”W x 42.0”D x 84.0”H
dnuorg sulp eriw-4 ,esahp-eerht ,CAV 802tupnI
dnuorg sulp eriw-4 ,esahp-eerht ,CAV 802tuptuO

Panelboards Up to (2) - 225A/400A Up to (4) 225A/400A Up to (4) 225A/400A

 Additional input/output voltages available
 Square D, Siemens, Cutler Hammer, GE, ABB
 (2) Panelboards front facing (2) Panelboards rear facing

• IP65 display with 10-key user interface
• Input voltage - Class 0.2
• Input Current - .5% accuracy
• Modbus RS485 / RTU communication
• Modbus TCP communication

• System - 1% accuracy
• Output Current - .5% accuracy
• 100A solid core CTs
• 1.8 second sample rate
• Modbus RS485 / RTU communication
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